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SYSTEMS 


RADIO PROGRAMMING MADE EASY 


@ 


Discover how easy programming 
your radio can be. Really. 


Let’s get Started... 


Welcome to the RT Systems’ Programmer! We think you'll find It fast, 
friendly and simple for setting up the Memories and Menus of your 
radio. We've even created this handy guide to get you going! 


If you have a question as you work through it, or at any time you’re 
working with the software- give us a Call! Our staff of knowledgeable 
hams will be happy to help you. We’re behind our software and by 
your side 100%. That’s how much we believe in what we do... and in 
helping you enjoy the hobby. : 


TECH SUPPORT 303-586-6510 
WWW.RTSYSTEMSINC.COM 
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RADIO PROGRAMMING MADE EASY 


About Your New Software @ 


RT SYSTEMS > 


RADIO PROGRAMMING 


Tone Mode 
Nore ~ 


The RT Systems’ Radio Programmer is designed to help you set up 
your new radio. 


Your radio does much more than just operate on Memory Channel 
frequencies. Everything that can be programmed from the face 

of the radio (Tones, Names, Beeps, Scan Functions, etc.) can be 
programmed from options in the software. 


With so many options in today’s radios, everything cannot fit on the first 
screen you see. Explore the program through the menus at the top of 
the page. You'll find settings for radio functions, as well as controls for 
the layout of the software to make data management even easier. 


Note: /his brief guidebook is designed to get you started: from 

the installation of the software to sending the file to your radio. It is 
intended as a general overview and Is not meant to be an instruction 
manual for a specific radio. 


Installation © 


m Place the original CD in a CD-ROM drive in the computer you are 
installing to. | 


m Allow the system a minute or two to read the file and initialize Setup. 

m Click Next. 

m Enter the Serial Number from the back of the CD sleeve. 

m™ Click Next repeatedly until the files are installed. | 
® Click Finish to complete installation. 


m Remove the CD. Place it back in its original sleeve and store it for 
safe keeping. The CD and Serial Number will be needed if you 
must install again. 


BUILT-IN HELP 

Have a question about the software as you go along? Be sure to check 
the Help Files in the Programmer! Included Help Files often contain 
more details than what you'll find in the User’s Manual for the radio. 


Check for updates... 


About... 


|| | Creating the file 


|| || The Programmer gives you an easy way fo access details for memory channels 4 


> Troubleshooting { 
> Hardware Error Troublesho| | 

> Invalid Frequencies i 
D Contact Us || 


Open the programmer by clicking on the icon that was created during installation 


Get Data from the Radio 


This step must be performed BEFORE the radio can be programmed 
with the software. However, it does not have to be done before you can 
work in the Programmer. Complete this step now if you have the radio. 
Return to it later if you are waiting for the radio to arrive. 


m At the top of the screen, select: 
Communications > Get Data from Radio 


m Follow the detailed steps that appear on the screen to complete 
the process. These details are specific for your radio. If they 
don’t seem to match your radio, you may be in a Programmer 
for a different radio. 


m A progress bar will let you know that things are working and 
when everything is done. 


| File Settings Window Help 


= Get Data From Radio... ) 


Offset Operating 
Direction = Mode 
Adjust Sending Speed = hy : 


_} Simplex [| Auto [-~] 


Send Data To Radio... 


Note: /f you return to this step after creating a file with your 
frequencies, be sure to select File > New from the Menu at the top 
of the screen BEFORE selecting Communications > Get Data From 
Radio. This will protect the information you entered. 


Enter Memory Channel Details © 


The spreadsheet on the main page of the program is 
designed for entering Memory Channel details. This basic 
overview will get you started on the local repeater. If you need 
to “tweak” another option to make your radio work differently 
for you, that can be done later. 


‘Transmit «Offset == Offset. © Operating | 
Frequency Frequency Direction Mode | 


m Enter a Receive Frequency. Simply type the numbers (with the 
decimal) into the Receive Frequency field and press Enter. The 
Receive Frequency is the “Output” shown in the ARRL Repeater 
Directory or the “frequency of the repeater” you were given by your 
friends. 


m The Programmer will automatically complete information for the 
frequency. Any of the auto-filled details can be changed if neces- 
Sary. 


‘Receive | Transmit | ‘Offset | Offset | Operating | 
Frequency Frequency Frequency Direction Mode 


14724000 = 147.84000 600 kHz 


|wamey) Show | 


m Insert a Name. Press Enter repeatedly to move to the Name field 
(where available). Insert a Name to be displayed when this Chan- 
nel is in use. 
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m Select Tone Mode. Press Enter to move to the Tone Mode field. 
If you are unsure what to choose from the list and were given a 
“tone” value, select Tone. This is the most commonly used option. 


Giese | Operating | gcse. | SROW | ecu WO ae lcm) ce | 
Direction Made hore Name Lone ode TCSS DCS Skip | Step | 
Plus [w|Auto [~|LOCAL [¥| Tone TOUTE Le) 023 [w] Off [| Auto|») 
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m Set CTCSS Tone Frequency. Press Enter to move to the CTCSS 
Tone Frequency Field. Select the frequency from those shown in 
the list. If the desired number is not there, check your data. You 
will need to change the Tone Mode to access a different column or 
to get corrected information about the repeater. 


m Save your File. Select File > Save As from the Menu at the top 
of the screen. Enter a filename (up to 256 characters, spaces al- 
lowed) that will be easy for you to refer back to later. 


Sending the File to the Radio @ 


Be sure you see the frequencies that you want in the radio on the 
screen of the Programmer. 


~ Help” 


ns | Settings Window 


Set Data From Radio... 


Send Data To Radio... 
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m Connect the RT Systems’ USB cable to the computer. 


Notice the “balloon” at the bottom of the screen as Windows does 
what is needed to use the cable. It will let you know when the cable 
is ready. This can take some time. If you see a balloon, you must 
wait until a balloon appears saying “Hardware Ready to Use”. 


m If you have not completed Communications > Get Data From ae 
DO IT NOW. Then continue.. 


m Select Communications > Send Data To Radio 


m Follow the steps carefully! They are different from those for Get Data 
From Radio. 


m Once the progress bar travels all the way, your radio is programmed 
and ready to use. 


® Turn off the radio and disconnect the cable. 


ENJOY! GP19300614 


